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EXISTING SUB-BASE GRANULAR MATERIAL
EXISTING POZZOLANIC BASE, 85"
EXISTING BITUMINOUS OVERLAY, DEPTH VARIES 5 TO 7"
EXISTING AGOREGATE SHOULDER, 6
PORTLAND CEMENT CONCRETE PAVEMENT 10" (JOINTED)-(STD 420106)
SUB-BASE GRANULAR MATERIAL, TYPE B, 127
BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX C, N50, 2
SUB-BASE GRANULAR MATERIAL, TYPE B, 8"
COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24
(10) FURNISHING & PLACING TOPSOIL, 6"
(1) BITUMINOUS SHOULDER, SUPERPAVE, 6

PROP. EXIST. ¢ PROPOSED ¢ EXISTING EXIST. (12 POLYMERIZED BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX F, N30, 2"
R-OW. R.O.W. RRCHARD - DRCHARD ROM. () POLYMERIZED LEVELING BINDER (MACHINE METHOD), SUPERPAVE, IL-4.75, NSO, %"
N (14) POLYMERIZED BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, I1L-19, NSO, 2!/4"
I (15) BITUMINOUS BASE COURSE, SUPERPAVE, 95"
VARIES so 5o ViR, 38 ((@ BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX D, mo,i 1'{2"
ey = 075/ iﬁ Q BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-19, NTO, 2V/4
. (1) BITUMINOUS BASE COURSE WIDENING, SUPERPAVE, 8"
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3 20 STRIP REFLECTIVE CRACK CONTROL
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| :
I
{

| 10° ; I 12! 24’ 18’

| |
‘ VAR L VAR
1 85 To 1| [SEE PLAN

24’ 12 22) NOT USED

23 SAWED LONGITUDINAL JOINT WITH EPOXY COATED #6x30” TIE BARS e 30” CTS.
(COST OF SAW CUT AND TIE BAR INCLUDED WITH PCC PAVEMENT)

(29 LONGITUDINAL CONSTRUCTION JOINT WITH DRILL AND GROUT EPOXY COATED
#6x24” TIE BARS @ 24" CTS.
(COST OF TIE BARS AND PLACEMENT INCLUDED WITH PCC PAVEMENT)

2%, 2% (25 EPOXY COATED #6x24” TIE BARS @ 247 CTS.

= — L= 2 "7/7 I, s = S (COST OF TIE BARS AND PLACEMENT INCLUDED WITH PCC PAVEMENT)
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L AGGREGATE L FURNISH AND PLACE TOPSOIL, 18" EEVISIONS. e ILLINOIS DEPARTMENT OF TRANSPORTATION
SHOULDERS, & KANE COUNTY DIVISION OF TRANSPORTATION

TYPE 8 PROPOSED ORCHARD ROAD ' r'n grou“ ORCHARD ROAD RECONSTRUCTION

STA. 171+62.62 TO 172+46.44

Excellence through Ownership ORCHARD ROAD
TYPICAL SECTIONS
200 West Front Street
Wheaton, | 60187 VERT.
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